 (
Monday
The we drilled holes and pop-riveted the spring to the body
2
Steps Taken to Reach Objective:
Objective (s):
Shell car quick disconnects
List issues / Complications
:
1
3
4
We pop-riveted the other piece to the body mounts and connected it
Keeping the body lined up
We used a step drill bit to make the wholes for the disconnects 
Tues
day
We pop-riveted the door back to the body
2
Steps Taken to Reach Objective:
Objective (s):
Shell car body
List issues / Complications
:
1
3
4
I made a new body mount for a disconnect
Drill through the hinges
We drilled holes in the hinges
Wednes
day
We pop-riveted them to the body 
2
Steps Taken to Reach Objective:
Objective (s):
Shell car body mounts
List issues / Complications
:
1
3
4
We made and drilled the hole for the left rear body mount
We made the wood panels for the door
We pop-riveted it on.
Thurs
day
I made a cut out of wood and it was just a little short
2
Steps Taken to Reach Objective:
Objective (s):
Shell car body
List issues / Complications
:
1
3
4
I made a new piece with the adjustments
Making the piece the right size
I took measurements on the front left air flow pocket
We shaved off some until it fit
Fri
day
We shaved off some of the door
2
Steps Taken to Reach Objective:
Objective (s):
Shell car body
List issues / Complications
:
1
3
4
We put on one mirror and lined the other up
Getting the mirrors lined up
We put on the front left air flow pocket.
We put on the other mirror
)
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