 (
Monday
We cut off two pieces of square metal to make keys.
2
Steps Taken to Reach Objective:
Objective (s):
Shell Rear end axel and break 
List issues / Complications
:
1
3
4
I took the rear axles off and took the brake caliber off.
Making everything correct on the print
..
We finished and edited the motor axel print.
We kept checking the key and seeing if it would fit.
Tues
day
We put the right axel on and aligned it.
2
Steps Taken to Reach Objective:
Objective (s):
Shell Rear end break
List issues / Complications
:
1
3
4
We made the second key p
ut it on the second break cylinde
r.
Getting the baring back on the axel.
We finished the first key and put the break caliber on the right axel
We put the left axel on started aligning it.
Wednes
day
We put the rear axles back on.
2
Steps Taken to Reach Objective:
Objective (s):
Formula cart and Shell rear end breaks
List issues / Complications
:
1
3
4
We adjusted the break cylinders for the calibers to fit.
I helped carry in wood for the Formula cart.
Thurs
day
We took a few measurements and looked for the right pieces of wood
2
Steps Taken to Reach Objective:
Objective (s):
Shell rear end motor shaft mount
List issues / Complications
:
1
3
4
We attached the bearing to the wood.
Could not use any machines
We discussed different way attach the baring.
Fri
day
We looked at another 
possibility for the mount.
2
Steps Taken to Reach Objective:
Objective (s):
Shell rear end motor shaft mount
List issues / Complications
:
1
3
4
We discussed how we would do the breaks.
Could not use any machines
We test the mock to the best of our 
abilities.
)
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